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MATERIAL DECLARATION SHEET 
 

No. Construction Element Report Note 

1 
 SNAPSTRATE 
(34880-16301)  

Adobe Acrobat 
Document

 
 CE/2014/40565 

2014/4/10 

A 

2 
 TERM INK 
(18200-01359) 

Adobe Acrobat 
Document

 
 CE/2014/40567 

2014/4/10 

A 

3 
 RESIST INK 
(18300-01775) 

Adobe Acrobat 
Document

 
CE/2014/40571 

2014/4/10 

B 

4 
 HOUSING COMPOUND 
(37000-00131) 

Adobe Acrobat 
Document

 
 CE/2014/40576 

2014/4/10 

A 

5 
 ROTOR COMPOUND 
(37000-00132) 

Adobe Acrobat 
Document

 
 CE/2014/40580 

2014/4/10 

A 

6 
 CONTACT SPRING 
(34861-63913) 

Adobe Acrobat 
Document

 
 CE/2014/40582 

2014/4/10 

A 

7 
 SEAL RING 
(34732-14801) 

Adobe Acrobat 
Document

 
 CE/2014/40587 

2014/4/10 

A 

8  LUBE (18810-00305) 
Adobe Acrobat 

Document
 

 CE/2014/40590 
2014/4/10 

A 

http://www.bourns.com/data/global/pdfs/3386_snapstrate_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_term_ink_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_resist_ink_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_housing_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_rotor_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_contact_spring_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_seal_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_lube_sgs.pdf


9  EPOXY (18800-10002) 
Adobe Acrobat 

Document
 

 CE/2014/40591 
2014/4/10 

A 

10  EPOXY (18800-00843) 
Adobe Acrobat 

Document
 

 CE/2014/40592 
2014/4/10 

A 

11 
 SEAL BALL 
(14816-00901) 

Adobe Acrobat 
Document

 
 CE/2014/40595 

2014/4/10 

A 

12 
 SWAGING WIRE 
(16100-03202) 

Adobe Acrobat 
Document

 
 CE/2014/40581 

2014/4/10 

A 

 Note A: RoHS compliance.  

 Note B: 7(c)-I. Electrical & electronic components containing lead in a glass 

or ceramic other than dielectric ceramic in capacitors. 

Requirements: 

 Contain Pb、Hg、Cr+6、PBB and PBDE< 0.1 % (1000 ppm) by weight. 

 Contain Cd < 0.01 % (100 ppm) by weight 

http://www.bourns.com/data/global/pdfs/3386_epoxy_10002_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_epoxy_00843_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_seal_ball_sgs.pdf
http://www.bourns.com/data/global/pdfs/3386_swaging_sgs.pdf

