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P R E C I S I O N  P O T E N T I O M E T E R S

SC2317

Marking Process for Select Bourns® Precision Potentiometers
Change from Ink Marking to Laser Etching

Riverside, California - December 19, 2023 –  In the spirit of continuous improvement and environmental awareness, effective immediately, 
Bourns will change the marking process for select Precision Potentiometers from stamped ink marking to laser etching to increase the 
identification and traceability of some of our products. A list of affected part numbers is included on the following page.

Users should verify that the described changes will not impact the performance of the product in their specific applications.   

Current Ink Marking New Laser Etching

The current product marking on the Precision Potentiometers uses a white marking over a blue or black background. The new marking will be 
laser etched over the blue or black background. The change to a laser etching process will have no impact on the fit or function of the product. The 
form of the product will change slightly due to the transparent laser marking on the outside of the product and the manufacturing process will 
change due to the use of a different marking process step. The quality and reliability of the marking on the product should be improved as a result 
of the process change. Quality test data is available upon request. 

Samples are available upon request. Bourns recommends that customers test affected parts made with the new marking process change in 
their specific applications for verification of satisfactory performance. 

https://www.bourns.com/products/potentiometers
https://www.bourns.com/products/potentiometers


If you have any questions or need additional information, please feel free to contact Customer Service/Inside Sales.
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Affected Part Numbers
3500S-E16-501L 3500S-16-501L 3751H-CCC-502L 83C1D-E20-J15L 84A2D-B28-J08/J08L
3500S-E15-502L 3500S-16-202L 3700S-1-103L 83C1D-E28-J13L 84A2D-B28-J10/J10L
3500S-E15-103L 3500S-135-503/503L 3700S-1-104L 83E1D-E20-J15L 84A2D-B28-J15/J15L
3500S-E15-102L 3500S-135-502/502L 3700S-1-202L 83N1D-E28-J10L 84B1A-B20-J06L
3500S-E14-102L 3500S-135-502/254L 3700S-1-203L 83Z1D-Z14-CA0/055L 84B1A-B24-J16L
3500S-E13-103L 3500S-135-202/202L 3700S-1-502L 3400S-1-101L 84C1A-E12-J10L
3500S-E12-103L 3500S-135-103/103L 3750S-1-103L 3400S-1-102L 84C1A-E12-J15L
3500S-E10-502L 3500S-135-102/102L 3750S-1-202L 3400S-1-103L 84C1A-E12-J16L
3500S-E08-102L 3500S-104-503L 3750S-503-103L 3400S-1-104L 84C1A-E16-J15L
3500S-E07-103L 3500S-1-502L 3750S-498-102L 3400S-1-201L 84C1A-E20-J15L

3500S-E02-102/102L 3500S-1-203L 3750S-501-202L 3400S-1-202L 84C1A-E20-J20L
3500S-E01-103L 3500S-1-202L 3750S-BYU-103L 3400S-1-504L 84C1A-E20-K15L

3500S-D97-102/102L 3500S-1-103L 3750S-ZEY-103L 3400S-1-203L 84C1A-E24-J10L
3500S-90-503L 3500S-1-102L 3701H-1-102L 3400S-1-204L 84C1A-E24-J13L
3500S-90-502L 3500S-1-101L 3701H-1-103L 3400S-1-501L 84C1A-E24-J15L
3500S-90-501L 3500S-ZUF-502 3701H-1-202L 3400S-1-254L 84C1A-E24-J16L
3500S-90-202L 3500S-ZPT-203 3701H-1-502L 3400S-1-502L 84C1A-E28-K15L
3500S-90-203L 3500S-ZPT-102 3701H-411-103L 3400S-1-503L 84C1C-E28-J18L
3500S-90-201L 3500S-TSZ-501 3701H-412-103L 84A1A-B24-A15L 84C1D-E08-J15L
3500S-90-103L 3500S-TSZ-103 83A1A-A84-K15L 84A1A-B24-J10L 84C1D-E12-K16L
3500S-90-102L 3501H-1-102L 83A1A-B24-J10L 84A1A-B28-J08L 84C1D-E16-J15L
3500S-90-101L 3501H-BYL-203L 83A1A-B24-J15L 84A1A-B28-J10L 84C1D-E20-J20L
3500S-77-102L 3501H-1-103L 83A1A-B24-J18L 84A1A-B28-J13L 84C1D-E24-K20L
3500S-77-101L 3501H-1-502L 83A1A-B28-J10L 84A1A-B28-J15L 84C1D-E28-J15L

3500S-435-102L 3501H-552-203L 83A1A-B28-J11L 84A1A-B28-J18L 84C1D-F40-J08L
3500S-42-502L 3501H-553-203L 83A1A-B28-J13L 84A1A-C24-J15L 84C1D-F40-J15L
3500S-42-103L 3501H-1-204L 83A1A-B28-J15L 84A1C-B24-CA0/051L 84C1E-E24-J16L
3500S-42-102L 3501H-1-501L 83A1A-B28-J18L 84A1D-B24-J15L 84C2A-E24-J15/J15L
3500S-21-502L 3501H-BYL-102L 83A1A-B28-J20L 84A1D-B28-J08L 84C2D-E12-J20/J20L
3500S-21-202L 3501H-1-503L 83A1D-B16-CA0/034L 84A1D-B28-J10L 84C2D-K32-K15/K15L
3500S-2-503L 3751H-423-103L 83A1D-B24-J08L 84A1D-B28-J13L 84E-1B-E20-J20L
3500S-2-502L 3751H-1-102L 83A1D-B24-J10L 84A1D-B28-J15L 84E1A-E20-J11L
3500S-2-501L 3751H-422-103L 83A1D-B24-J13L 84A1D-B28-J18L 84E1B-E20-J10L
3500S-2-500L 3751H-1-103L 83A1D-B24-J15L 84A1D-B28-J20L 84E1B-E20-J20L
3500S-2-253L 3751H-1-502L 83A1D-B28-J11L 84A1D-B28-K11L 84J1A-B16-J15L
3500S-2-204L 3751H-1-202L 83A1D-B28-J13L 84A1D-B28-K16L 84J1A-C24-J08L
3500S-2-203L 3751H-436-102L 83A1D-B28-J18L 84A1D-B28-K15L 84J2A-B24-J15/J20L
3500S-2-202L 3751H-436-502L 83A1D-B28-J20L 84A1E-C24-J10L 84N1A-E12-CA0/043L
3500S-2-201L 3751H-437-202L 83A1D-C28-K13L 84A1D-C20-J11L 84N2K-E24-J15/J15L
3500S-2-104L 3751H-437-203L 83A2A-B28-J15/J15L 84A2A-B28-J15/J15L 84ZZZ-J15-BA0/797L
3500S-2-103L 3751H-601-103L 83A2D-B28-J18/J18L 84A2A-G36-J18/J18L 3400S-135-102/502L
3500S-2-102L 3751H-602-103L 83C1A-E28-K16L 84A2A-G36-K15/K15L 3700S-484-103L
3500S-2-101L 3751H-BNX-502L 83C1D-E16-J15L 84A2A-GZZ-CA0/056L
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