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DO-92 & DO-92 (Formed Leads)

PACKAGE MECHANICAL INFORMATION

Package Outline Dimension

2-Pin Plastic Cylindrical Flat-Index Header Through-Hole

DIMENSIONS ARE : MILLIMETERS
(INCHES)

MD-DO92-001-a

2.20
(0.086)

12.7
(0.500)

0.40  -  0.56
(0.016 - 0.022)

1.14  -  1.40
(0.045 - 0.055)

2.41  -  2.67
(0.095 - 0.105)

4.32  -  5.34
(.170 - .210)

1 3

2 A

0.35  -  0.41
(0.014 - 0.016)

2.03  -  2.67
(0.080 - 0.105)

3.17  -  4.19
(0.125 - 0.165)

3 1

2

VIEW A

4.44  -  5.21
(0.175 - 0.205)

2.03  -  2.67
(0.080 - 0.105)

3.43
(0.135) MIN.
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MIN.
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DO-92 & DO-92 (Formed Leads)

Package Outline Dimension (Continued)

2-Pin Plastic Cylindrical Flat-Index Header Through-Hole (Formed Leads)

DIMENSIONS ARE : MILLIMETERS
(INCHES)

MD-DO92-002-a

A

VIEW A

3 1

2
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4.44  -  5.21
(0.175 - 0.205)

2.03  -  2.67
(0.080 - 0.105)

3.43
(0.135) MIN.

4.32  -  5.34
(.170 - .210)

2.20
(0.086)

MAX.

0.40  -  0.56
(0.016 - 0.022)

2.03  -  2.67
(0.080 - 0.105)

3.17  -  4.19
(0.125 - 0.165)

0.35  -  0.41
(0.014 - 0.016)

4.00
(0.157)

MAX.

2.40  -  2.90
(0.094 - 0.114)

2.40  -  2.90
(0.094 - 0.114)
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DO-92 & DO-92 (Formed Leads)

Tape Dimensions

2-Pin Plastic Cylindrical Flat-Index Header Through-Hole Tape

DIMENSIONS ARE : MILLIMETERS
(INCHES)

MD-DO92-003-a

Direction of Feed

Tape Section 
Shown in

View A

Flat of DO-92 Body
Towards Reel Axis

23.00  -  32.00
(0.906 - 1.260) 17.66  -  27.68

(0.695 - 1.090)
8.50  -  11.00

(0.335 - 0.433)

4.68  -  5.48
(0.184 - 0.216)

Adhesive Tape on Reverse
 Side - Shown Dashed

Body Indent Visible

VIEW A

11.70  -  13.70
(0.461 - 0.539)

2.50
(0.098) MIN.

2.14  -  3.14
(0.084 - 0.124)

12.40  -  13.00
(0.488 - 0.512)

3.70  -  4.30
(0.146 - 0.169)

∅

8.50  -  9.75
(0.335 - 0.384) 5.50  -  19.00

(0.217 - 0.748) 17.50  -  19.00
(0.689 - 0.748)

0.00  -  0.50
(0.000 - 0.020)

Tape Dimensions Conform to
 the Requirements of EIA-468-B
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DO-92 & DO-92 (Formed Leads)

Tape Dimensions (Continued)

2-Pin Plastic Cylindrical Flat-Index Header Through-Hole (Formed Leads) Tape

DIMENSIONS ARE : MILLIMETERS
(INCHES)

MD-DO92-004-a

Tape Dimensions Conform to
 the Requirements of EIA-468-B

Tape Section 
Shown in

View A

Flat of DO-92 Body
Towards Reel Axis

Direction of Feed

Adhesive Tape on Reverse
 Side - Shown Dashed

Body Indent Visible

VIEW A

23.00  -  32.00
(0.906 - 1.260) 17.66  -  27.68

(0.695 - 1.090)
8.50  -  11.00

(0.335 - 0.433)

15.50  -  16.53
(0.610 - 0.650)

2.50
(0.098) MIN.

11.70  -  13.70
(0.461 - 0.539)

0.00  -  0.50
(0.000 - 0.020)

8.50  -  9.75
(0.335 - 0.384) 5.50  -  19.00

(0.217 - 0.748)17.50  -  19.00
(0.689 - 0.748)

3.70  -  4.30
(0.146 - 0.169)

∅

12.40  -  13.00
(0.488 - 0.512)

3.41  -  4.21
(0.134 - 0.166)

4.88  -  5.28
(0.192 - 0.208)
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Bourns Sales Offices

Region Phone Fax
The Americas: +1-951-781-5500 +1-951-781-5700
Europe: +41-41-7685555 +41-41-7685510
Asia-Pacific: +886-2-25624117 +886-2-25624116

Technical Assistance

Region Phone Fax
The Americas: +1-951-781-5500 +1-951-781-5700
Europe: +41-41-7685555 +41-41-7685510
Asia-Pacific: +886-2-25624117 +886-2-25624116

www.bourns.com

Bourns® products are available through an extensive network of manufacturer’s representatives, agents and distributors.
To obtain technical applications assistance, a quotation, or to place an order, contact a Bourns representative in your area.

Reliable Electronic Solutions 
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