
380 ± 2.0
(14.961 ± .079)

24.0 ± 0.3
(.945 ± .012)

9.4 ± 0.05
(.354 ± .002)

2.8
(.110)

8.4
(.331)
10.6

(.417)

26.0 ± 2.0
(1.024 ± .079)

3.0 ± 1.0
(.118 ± .039)

1.0 ± 0.5
(.039 ± .020)

21.0 ± 2.0
(.827 ± .079)

2.0 ± 0.5
(.079 ± .020)

9.2
(.362)

3.9
(.154)

3.0
(.118)

1.0
(.039)

3 PLCS.

DIA.

1.75 ± 0.2
(.069 ± .008)

2.6
(.102)

TAPER &
RESISTANCE

CODE

DATE
CODE

0.4 ± 0.1
(.016 ± .004)

4.0 ± 0.2
(.157 ± .008)

2.0 ± 0.2
(.079 ± .008)

1.1 +0.05/-0
(.043 +.002/-0)

50.0
(1.969)

DIA.

MIN.

DIA.

13.0 ± 0.5
(.512 ± .020)

DIA.

TAPE

REEL

16.0 ± 0.2
(.630 ± .008)

11.3
(.445)

1.5 ± 0.1
(.059 ± .004)

DIA.

2.97 ± 0.05
(.117 ± .002)

3.0 +0.1/-0
(.118 +.004/-0) 4.0 +0.1/-0

(.157 +.004/-0)

2 PLCS.

R
0.15

(.006)

5.3
(.209)

7.35
(.289)

6.7
(.264)

8.7
(.343)

2.5
(.098)

11.5 ± 0.2
(.453 ± .008)

1 3

2

2

1 32

2

5.2
(.205)

7.2
(.283)

7.0
(.276)

9.0
(.354)

2.5
(.098)

1.4
(.055)

3 PLCS.

2.5
(.098)

2.5
(.098)

1.3
(.051)

R

1.1 +0.05/-0
(.043 +.002/-0)

DIA.

9.4
(.370)

0.1
(.004)

1.2
(.047) 2.2

(.087)

0.2
(.008)

1.0 +0/-0.1
(.039 +0/-.004)
DIA. 2 PLCS.

0.8
(.008)

0.8
(.031)

MOUNTING
SURFACE

1.0
(.039)

0.5
(.020)

LENGTH

5.0 +0/-0.1
(.197 +0/-.004)

DIA.

0.1
(.004)

C

0.25
(.001)

C MAX.

Features
■ Recommended for refl ow soldering
■ Low profi le
■ Long operational life
■ Bottom and top adjust
■ For trimmer applications/processing guidelines, click here

   TC88 - 10 mm SMD Position Sensor

*RoHS Directive 2002/95/EC Jan. 27, 2003 including annex and RoHS Recast 2011/65/EU June 8, 2011. 
Specifi cations are subject to change without notice.
Customers should verify actual device performance in their specifi c applications.

Electrical Characteristics
Standard Resistance ..............10K ohms
Resistance Tolerance ............±30 % std.
Linearity ..............................±2.5 % max.
Resolution.................. Essentially infi nite
Adjustment Angle.................. 320 ° ±20 °

Environmental Characteristics
Power Rating (5 VDC max.)
 50 °C .................................... 0.05 watt
Operating Temperature
  ..................................-40 °C to +85 °C
Storage Temperature
  ..................................-40 °C to +85 °C
Rotational Cycling...........100,000 cycles
  TRS ±15 %

Physical Characteristics
Torque....................................0.30 gf-cm
Mechanical Angle .......................... 360 °
Standard Packaging
  .............................. 1500 pcs./15 ” reel

Aqueous cleaning not recommended.

Product Dimensions

1 3 CW

CLOCKWISE

CCW

2 WIPER

 How To Order

TC88  D  -  1  -  103  E
Model

Style

Standard Product Indicator
 -1 = Standard Product Indicator

Resistance Code

Embossed Tape Designator
 E = 1500 pcs./15 ” Reel (Standard)

Recommended Land Pattern

Packaging Specifi cations

REV. /12

DIMENSIONS: MM
 (INCHES)

TOLERANCES: ± 0.3       EXCEPT WHERE NOTED
 (.012)

TC88D

*R
oH

S COMPLIA
NT            Model TC88 is

              recommended for new designs.
                 Model 3382G-1-(RC) is the 
                    recommended alternative.

OBSOLETE

http://www.bourns.com/data/global/pdfs/3382.pdf
http://www.bourns.com/data/global/pdfs/ap_proc.pdf



